DETAIL
WATERTIGHT CONNECTIONS

CASTINGS A & B

INTEGRALLY CAST
SLEEVE SEAL
(LOCK JOINT OR EQUAL)

EXTERNAL STAINLESS STEEL
TAKE UP CLAMPS

CORED SLEEVE SEAL
{KOR—N~SEAL OR EQUAL)

SHIM CASTING TO

SET RINGS IN FULLY MORTARED

ST0. PLATES 3/8" BED. PLASTER EXTERIOR
22010 & 2202C WITH 1/2° MORTAR, DO NOT

PLASTER INTERIOR.

MATCH GRADE 1/2° MIN.

MORTAR THICKNESS

PRECAST ADJUSTING RINGS

(MN/DOT STD. PLATE 4010) _~
MIN.—1, MAX.—2

12" WIDE POLYPROPYLENE
(ASTM 2146) ENCASED
MANHOLE STEPS
CONFORMING TO
ASTM C--487.
{M.A. INDUSTRIES
PS-I-PF, OR EQUAL)

ECCENTRIC CONE WITH
PRECAST RISER
SECTIONS AS REQ.

27
Bped o
__,_
16™ 0.C.
By m-—.—L LA v

\-INTERNAL EXPANDING

LOCKING BAND (NON-—
MAGNETIC STAINLESS
STEEL)

INTEGRALLY CAST
GASKET
(A-LOCK OR EQUAL)

SEE DETAIL OF REQUIRED
WATERTIGHT CONNECTIONS

PIPE SHALL REST ON
UNDISTURBED EARTH
AND NOT BEAR
DIRECTLY ON MANHOLE:

48" DlA.

PRECAST :NVERT—\

MOTES:

report wos preparad by me o under my dirsct 1. FOR CONSTRUCTION OF NEW
B e e e o e SANITARY SEWER UP 10 18° LD
State of A 2. PRECAST RISER SECTIONS T0

MEET ASTM C—478

PRECAST INTEGRAL BASE
AND BOTTOM BARREL SECTION

JOINTS BETWEEN PRECAST SECTIONS
SHALL USE O—-RING RUBBER GASKET
CONFORMING TO ASTM C—443
WATERTIGHT PIPE CONNECTIONS
SHALL MEET ASTM C~923 &

C-443 AND ALLOW FOR

10" DEFLECTION IN ANY DIRECTION.
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